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This lightweight bridge saw 
combines precision, versatility 
with a 1-1/2 HP direct-drive 
motor at a meager 88 lbs. It is 
ideal for cutting hard materials 
like stone, bricks and porcelain 
tile.
The pivoting cutting head is 
capable of making 45° miter and 
bevel cuts at lengths of up to 18” 
diagonally and 24” straight. 

Masonr y Saw

PRESENTS

Lightweight bridge sawLightweight bridge saw
Ideal for cutting hard materials

SDT -25XLSDT -25XL
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The SDT-25 series saw is equipped with a water-
resistant 1-1/2 HP direct-drive electrical motor, 
with an internal temperature sensor to prevent 
overheating. It is completely water-sealed to allow 
the saw to be completely hosed down for cleaning. 

Powerful Water-Resistant motor SUS Water Tray

The rubber-coated cutting table reduces vibrations 
to allow smooth cuts with less chipping. 

Rubber-Coated Cutting Table Dual Toggle Switches

The metal water splash guard makes wet cutting 
operations clean and, therefore, the saw easy to 
maintain.

Metal Water Shield  
The position lock knob secures the motor cutting 
head during transportation in between job sites. 

Position Lock Knob

SPECIFICATIONS

ADDITIONAL FEATURES

Saw Type
Application

Motor
Horsepower

Blade Capacity
Blade Arbor

RPM
Weight 

Cutting Depth
Rip Cutting

Diagonal Cutting
Thermal Protection

Tile / Stone Wet
Dry
115 V/60 Hz
1-1/2 HP
10”
5/8”
3450
88 lbs.
2-5/8”
24”
18”
Equipped

The stainless steel water container prevents rust 
from occurring and is less susceptible to damage. 
In addition it serves as a critical component of the 
water cooling/rinsing system for wet cutting 
operations. 

Since this bridge saw is capable of performing dry 
cutting operations, a separate toggle switch is 
provided to power the water pump. This prevents 
the water pump from accidentally being activated 
when no water is present and the need to unplug 
the water pump when it is not needed.
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