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The SDT-35 bridge saw 
addresses the current trend of 
using oversized ceramic tiles 
and stones in construction 
projects. The problems posed 
by bulky materials composed 
of hard aggregates is 
answered by SDT-35's high-
torque, 2-1/2 HP direct-drive 
motor, 14" blade, and 34" rip 
cutting distance. For added 
functionality, the pivoting bridge 
can be adjusted to any angle 
between 45° and 90° for miter 
cuts. Stainless-steel 
construction and the rubber 
mat cutting table lend to the 
saw's acclaimed durability and 
precision. 

Stone Saw

More Cutting PowerMore Cutting Power
Combined with the capacity to 

handle bulkier materials
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Stone Saw FEA TURESFEA TURES

The equipped powerful 2-1/2 HP direct-drive, 
water sealed motor provides maximum 
performance and a long service life. 

Powerful 2-1/2 HP Motor Precision Alignment

The water pump conveys water from a hanging 
20-liter bucket directly to the diamond blade. The 
bucket collects filtered water, which prevents 
damages to the pump from cutting debris. 

Water Pump  Cutting Head

Heavy-duty stainless steel table is covered with a 
rubber mat to hold the material being cut in place 
for less chipping and precision cutting.

Cutting Table  
Equipped with a rear plastic splash guard and a 
side metal splash guard, the saw was designed 
with water conservation in mind. 

Dual Water Splash Guards

When adjusting the cutting head to an upright 
position, a limiter ensures the cutting head is 
precisely aligned to a 90º angle from the cutting 
table. 

The cutting head travels along a steel guide rail 
for the entire length of the saw. When desired, 
the entire bridge section can be tilted up to 45° 
for miter cutting.
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Tile / Stone
Wet
115 V/60 Hz 
2-1/2 HP
12”-14”
1”
3450
185 lbs.
4-1/4”
34”
24”
Equipped

Saw Type
Application

Motor
Horsepower

Blade Capacity
Blade Arbor

RPM
Weight

Cutting Depth
Rip Cutting

Diagonal Cutting
Thermal Protection

APPLICATION ITEM

Natural stone CR1280R

14”

14”

Hard material

Granite, Porcelain

CR1480R

CR1495C

SIZE

12”

CR1280R
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SPECIFICATIONS

RECOMMENDED 
DIAMOND BLADES

ADDITIONAL FEATURE
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