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The new SDT-700P wet tile saw 

combines craftsmanship, 

durability and power all in one 

convenient package. This model 

features a 3/4 HP high torque 

motor along with a 7" diamond 

blade. A specially developed drive 

belt transfers maximum torque to 

the blade shaft for optimum 

performance. Meanwhile, the 

motor is uniquely positioned under 

the water tray to reduce vibrations 

and noise during operation. The 

SDT-700P is manufactured with a 

solid steel frame for precision 

tolerance. These features deliver 

the high performance and 

precision cutting demanded by 

professional tile installers. 

Wet Tile Saw

High Performance High Performance 
& Precision Cutting& Precision Cutting

Demanded by professional tile installers
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SDT -700PSDT -700P
Wet Tile Saw FEA TURESFEA TURES

Automatic thermal overload protection prevents 
the motor from overheating and protects the saw 
from power surges.

Thermal Overload Protection Belt-Driven ¾ HP Motor

The cutting table is equipped with a spring lock to 
secure the cutting table when transporting the 
saws from one job site to another.

Transport Locking Mechanism Flexible Ruler Guide

All SDT-700 series saws are equipped with a 
rubber mat cutting table that absorbs vibrations 
and holds the material in place for precision cuts. 
Ball-bearing wheels ensure smooth movement 
during all cutting operations.

Rubber Mat Cutting Table 
Compact steel frame construction gives the 
operator more control, increased safety and ease 
in transportation thanks to the convenient 
carrying handles.

Portable Cutting Machine

SPECIFICATIONS
Saw Type

Application
Motor

Horsepower
Blade Capacity

Blade Arbor
RPM

Weight
Cutting Depth

Rip Cutting
Diagonal Cutting
LCBH (Patented)

Tile
Wet
115 V/60 Hz
3/4 HP
7”
5/8”
6000
72 lbs. 
1-3/4”
17”
12” 
Equipped

The SDT-700P is equipped with a lightweight, yet 
powerful 3/4 HP motor, located beneath the 
water tray. The motor runs the blade shaft at 
6000 RPM and is completely shielded from 
cutting spray due to the new airflow vents that 
prevent overheating.

Typically the ruler guide is raised to provide 
accurate, precision cuts, but when handling 
oversized materials the ruler can be lowered so 
that the material can be placed flat against the 
mat.

Diam ond      Tools , Inc .

ADDITIONAL FEATURE
Optional Folding Stand 

With Workbench (Patented)

Folding stand with workbench not 
only makes transportation and 
setup incredibly easy, but the 
built-in workbench provides added 
convenience.

RECOMMENDED 
DIAMOND BLADES

APPLICATION ITEM
Tile, Marble, General Purpose CR0780R

7” Granite, Hard material CR0780C

Hard Brick, Natural stone CR0795C

SIZE

7”

7”

CR0780C
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